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I/O

Trigger Via trigger switch in the handle 

Additional outputs LED, beeper, and vibration indicators 
for good read, device status or errors

COMMUNICATIONS

Interfaces USB or RS-232 for serial communica-
tions, setup and image preview. PS2 
keyboard wedge or USB keyboard 
emulation.

POWER

Electrical 5VDC@3A
requirements

MECHANICAL

Dimensions Height: 151mm (6.0in) 
Width: 54mm (2.1in) 
Depth: 49mm (1.9in) 

Material Polycarbonate housing 

Weight 110g (.24lb)

ID CODES

1D UPC/EAN/JAN, Codabar, Interleaved 2 
of 5, Code 39, Code 128, and Code 93, 
PostNet, Planet Code, Australia 4-State,
Japan 4-State, UPU 4-State, USPS 
Intelligent Mail Bar Code, Pharma Code,
PDF417, MicroPDF, RSS Stacked, 
RSS Limited, and RSS 14.

2D Data Matrix, QR Code and microQR 
Code

Composite CC-A, CC-B 
Symbology

IMAGE

Sensor 752 x 480 pixel array

LIGHTING/OPTICS

Illumination Integrated LEDs 

Reading direction Omni-directional, pitch and skew 
(off-axis) angles up to 35 degrees 

Aiming Laser aimer, Class 2

ENVIRONMENTAL

Operating temperature 0°C to +50°C (32°F to +122°F)

Storage temperature -10°C to +60°C (14°F to +140°F)

Operating humidity 0% – 95%, non-condensing

Storage humidity 0% – 95% non-condensing

Drop test 50 drops from 2 meters onto concrete

Certifications CE, FCC, and CSA 

ESD protection (Model 750 only):
IEC 61340-5-1, IEC 61340-5-2

Laser CDRH Class II, IEC Class 2

SYSTEM REQUIREMENTS

Microsoft® Windows XP® and Vista®, 
64MB of memory (RAM)

OPTIONAL ACCESSORIES

Desktop/wallmount holder
Connection cables
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Specifications

DataMan 700 Series

Working Distance

Code Size

Focus Position

Companies around the world rely on Cognex vision to optimize quality and drive down costs.
Corporate Headquarters
Cognex Corporation
One Vision Drive
Natick
MA 01760-2059
USA
Tel: 508-650-3000
Fax: 508-650-3344

www.cognex.com

United States
Natick, Massachusetts 508-650-3000
Nashville, Tennessee 615-844-6158
Detroit, Michigan 248-668-5100
Chicago, Illinois 630-649-6300
Mountain View, California 650-969-4812

Latin America
Monterrey, Mexico +52 81 5030-7258
Mexico City, Mexico +52 55 2789-7839

Europe
France +33 1 4777 1550
Germany +49 721 6639 0
Ireland +353 1 825 4420
Italy +39 02 6747 1200
Netherlands +31 402 668 565
Spain +34 93 445 67 78
Sweden +46 21 14 55 88
Switzerland +41 71 313 06 05
United Kingdom +44 1908 206 000

Canada 905-634-2726

J 3 apan +81 5977 5400

Asia
China +86 21 6320 3821
Korea +82 2 539 9047
Singapore +65 632 55 700
Taiwan +886 3 578 0060

LASER LIGHT
DO NOT STARE INTO BEAM
CLASS 2 LASER PRODUCT

650nm <1mW, 16msec pulse, 60 Hz Pulse rep frequency
CLASSIFIED PER IEC 60825-1, Ed 2, 2007-03

CLASSIFIED PER AU/NZS 2211.1:2004
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